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NOTE:

1. IF DRIVEWAY EXCEEDS 100', APPROVAL IS SUBJECT TO ANY
CONDITION MANDATED BY THE FIRE MARSHAL.

9. A VERTICAL CURVE ACCEPTABLE TO THE CITY ENGINEER
SHALL BE PROVIDED AT ALL GRADE BREAKS.
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| " SEE SD—110A FOR CONSTRUCTION INFORMATION NOT
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NOTE:
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SECTION B—8

NOTE:
1. THIS OPENING MAY BE UTILIZED FOR PRIVATE STREET

INTERSECTION SUBJECT TO THE APPROVAL OF THE CITY
ENGINEER.

2. SEE SD—108 SHT. 4 FOR CURB RAMP DETAIL.
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NOTES:

(1) ALTERNATE DESIGNS FOR ANGLED PARKING MAY BE USED IF APPROVED BY THE PLANNING DIRECTOR.
(2) IF THE PARKING ANGLE IS LESS THAN 90°, PARKING AISLE SHALL BE DESIGNED FOR ONE-WAY CIRCULATION.

(3) PARKING SLOPE, 5% MAXIMUM, 2% MINIMUM OR AS APPROVED BY THE CITY ENGINEER.
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SPECIFICATIONS FOR TEMPORARY STABILIZED CONSTRUCTION ENTRANCE

DESIGN AND CONSTRUCTION SPECIFICATIONS

l. The material for construction of the pad shall be 2 to 3 inch
stone. |

2. The thickness of the pad shall not be less than 8 inches.

3. The width of the pad shall not be less than the full W1dth of
all points of ingress or egress.

4. The length of the pad shall be as required, but not 1esSethan
50 feet.

5. The entrance shall be maintained in a condition that will prevent
tracking or flowing of sediment onto public rights-of-way. This
may require periodic top dressing with additional stone as condi-
tions demand, and repair and/or cleanout of any measures used to
trap sediment. All sediment spilled, dropped,.washed or tracked
onto public rights-of-way shall be removed immediately. -

o)

. When necessary, wheel shall be cleaned to remove sediment prior
to entrance onto public rights-of-way. When washing is required,'
it shall be done on an area stabilized with crushed stone that
drains into an approved sediment trap or sediment basin. All
sediment shall be prevented from entering any storm drain, ditch -
or watercourse through use of sand bags, gravel, board or other
approved methods. |
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